Eslingas de Cadena Grado 80
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Capacidades para eslingas de cadena grado 80

Cadena de aleacién grado 80

WORKING LOAD LIMITS IN TONNES acc. to EN1677
B Choke endless
3lags sling
900/‘
________ [ _ &
For Chain ¢ [ B0 -45° 45° - 40° B0 -45° 45° - H0°
Size mm oing a0-90° 90° - 120° a0 - 90° 90° - 120°
6 1.12 1.6 1.12 2.36 1.7 1.8
7 1.5 | 2.12 1.5 3.15 2.24 2.5
8 2.0 2.8 2.0 4.25 3.0 3.15
10 3.15 4.25 3.15 6.7 4.75 5.0
13 5.3 7.5 5.3 11.2 8.0 8.5
16 80 11.2 8.0 17.0 11.5 12.5
19 11.2 16.0 11.2 23.6 17.0 18.0
20 12.5 17.0 12.5 26.5 19.0 20.0
22 15.0 21.2 15.0 315 22.4 23.6
26 21.2 30.0 21.2 45.0 31.5 33.5
32 31.5 45.0 31.5 67.0 47.5 50.0
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Accesorios Grado 80

Pesalift

-
5 Argolla maestra ovalada
% o Connected to Chain with "YA" connecting link.
8 I For
o WLL Grade 80
(o] iL Item No. B 0-45° Chainlmm]) Dimensions (mm) N.W.
tonnes* 1 Leg 2Leg D IL w kg
1 8-003-06 ¥ 125 6 - 11 100 60 0.2
il 8-003-0806 ¥ 2.5 7.8 6 14 120 70 0.4
8-003-1008 % 4.0 10 7.8 17 140 80 0.7
8-003-13 ¥ 5.4 13 == 19 150 90 1.1
8-003-1310 % 7.5 13 10 2 160 95 15
Extra width inside 8-003-16 ¥  10.0 16 -- 25 190 110 20
allows better works 8-003-1613 *  10.0 16 13 28 180 105 2.8
on large crane hooks. 8-003-19 ¥ 120 19,20 - 30 200 120 3.8
8-003-2216 #  17.0 22 16 34 240 140 5.5
8-003-26 ¥ 250 2 B 38 250 150 7.0
8-003-2619 3  28.0 2 19,20 40 250 150 8.0
8-003-3222 ¥  37.0 32 22 45 300 180 12.7

# Forged Oblong Master Links.
Design factor 41 proof tested and certified Tested acc. to EN 1677

Conectores
Working
Item No. Load Limit Chain Dimensions [mm) N.W.
tonnes* mm A B D K kg
8-015-06 112 ] 15 17 7 45 0.1
8-015-07 2.00 7.8 18 22 9 58 0.2
el 8-015-10 3.15 10 2% 2 n 69 03
8-015-13 5.30 13 30 a7 15 kAl 0.7
8-015-16 8.00 16 36 39 19 101 atl
8-015-20 12.50 18, 20 42 &6 22 122 1%
8-015-22 15.00 22 49 59 24 152 3.0
8-015-26 21.20 26 55 63 30 164 5.0
8-015-32 31.50 a2 &9 79 36 203 9.0
#* Design factor &1 proof tested and certified
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Accesorios Grado 80

5 Gancho de carga con seguro

a

=l For

e} Working Grade 80

E_’). Item No. Load Limit Chain Dimensions (mm]) N.W.

o} tonnes* mm A H K P1 T kg
8-043/5-06 1.12 [ 7 18 7% 23 15 0.3
8-043/5-07 2.00 7.8 9 22 98 27 18 0.6
8-043/5-10 3.15 10 12 29 21 34 23 1.2
8-043/5-13 5.30 13 18 37 147 44 30 2.3
8-043/5-16 8.00 16 18 42 166 48 39 3.7
8-043/5-20 12.50 18, 20 2 50 200 56 47 4.5

# Design factor 4:1 proof tested and certified

Gancho de carga con autobloqueo

For
Working Grade 80
Item No. Load Limit Chain Dimensions [mm] N.W.
tonnes* mm A H K P T kg
1 8-026-06 1.12 ] 7 19 93 28 15 0.5
8-026-07 2.00 7.8 9 24 19 34 20 0.8
K 8-026-10 3.1 10 12 30 143 &4 26 1.4
8-026-13 5.30 13 15 39 179 51 30 249
8-026-16 8.00 16 18 49 212 61 36 5.6
H 8-026-20 12.50 18,20 21 62 243 91 48 9.0
é 8-026-22 15.00 22 24 63 273 80 49 13.0

# Design factor &:1 proof tested and certified

Gancho de ojo con autobloqueo

For

Working Grade 80
Item No. Load Limit Chain Dimensions (mm) N.W.

tonnes* mm A D H K P T kg
8-025-06 1512 ] 21 10 19 110 28 15 0.5
8-025-07 2.00 7.8 25 1 24 136 34 20 0.8
8-025-10 215 10 33 13 30 167 4h 26 1.4
8-025-13 5.30 13 40 16 39 207 51 30 30
8-025-16 8.00 16 50 21 49 252 61 36 5.8
8-025-20 12.50 18, 20 62 23 62 281 N 48 85
8-025-22 15.00 22 70 24 63 319 80 49 12.5
8-025-26 21.20 26 80 25 69 343 99 56 14.0
8-025-28 25.00 28 92 28 B1 405 123 63 26.0

* Design factor 4:1 proof tested and certified
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Accesorios Grado 80

-

s} Gancho de amarre

o

_|

o For

3, Working Grade 80

8 Item No. Load Limit Chain Dimensions (mm) N.W.

tonnes* mm A F H K L P kg

B-042-06 1.12 6 7 25 17 &7 79 8 0.2
B-042-07 2.00 7.8 9 30 21 54 93 10 0.3
8-042-10 3.15 10 12 4 29 7 128 13 0.8
B-042-13 5.30 13 15 52 37 99 165 16 1.6
8-042-16 8.00 16 18 57 45 114 195 20 28
8-042-20 12.50 18,20 21 73 52 130 222 23 4.8

* Design factor 4:1 proof tested and certified.
Tested acc. to EN 1677

Gancho de carga giratorio

For
Working Grade 80
0 Item No. Load Limit Chain Dimensions (mm) N.W.
tonnes* mm A B D H K P T kg
B-049N-06 1.12 b 32 23 11 19 136 24 16 0.6
K 8-049N-07 2.00 7.8 36 27 12 22 155 26 18 0.9
8-049N-10 3.15 10 Al 37 16 29 189 36 23 1.6
8-049N-13 5.30 13 46 40 21 35 233 42 28 34
} 8-049N-16 8.00 16 81 50 22 44 280 50 15 5.1
H 8-049N-20 12.50 18,20 T4 82 25 45 356 56 49 25

& Design factor &1 proof tested and certified

Gancho de ojo fundicién

For
~PI Working Grade 80

Itern No.  Load Limit Chain Dimensions [mm) N.W.

tonnes* mm A D H K P T kg
8-047-07 2.00 7.8 24 12 27 122 61 19 0.7
8-047-10 3.15 10 32 15 32 150 74 23 1.3
8-047-13 5.30 13 40 19 39 180 88 32 2.3
B-047-16 8.00 16 50 24 46 215 98 41 4.1
8-047-20 12.50 18,20 60 26 59 248 112 58 9.3

* Design factor &:1 proof tested and certified
Tested acc. to EN 1677
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Eslingas de Cadena Grado 100

[ ]
Pesal 'ft

E %

@)

o0

Q 3

_'

o

(@)

-]

S

(@]

S0s DOSs TOS Qos
1 2 3 4

Capacidades para eslingas de cadena grado 100

Cadena de aleacién grado 100

WORKING LOAD LIMITS IN TONNES acc. to PAS 1061
B.43 legs Choke endless
sling
Load Factor 1 1.4 1 2.1 1.5 1.6
For Chain tonngl BO - 45° 45° - 60° B0 - 45° 45° - 60°
Size mm a0-90° 90° - 120° a0-90° 90° - 120°
6 1.4 2.0 1.4 2.9 2.1 2.2
7 1.9 2.7 1.9 4.0 29 3.0
8 2.5 3.5 2.5 53 3.8 4.0
10 4.0 5.6 4.0 8.4 6.0 6.4
13 6.7 9.4 6.7 141 101 10.7
16 10.0 14.0 10.0 21.0 15.0 16.0
20 16.0 224 16.0 33.6 240 25.6
22 19.0 245 19.0 39.9 285 30.4
26 26.5 371 26.5 55.7 39.8 42.4
32 40,0 56.0 40,0 84.0 60.0 64.0
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Accesorios Grado 100

Pesalift

o Argolla maestra ovalada

=y

o] For Used to single hook

a Gra‘de 100 WLL Proof according to ) )

1) Itemn Mo, Code No. Chain (mm] B 0-45° Load DIN 15401 No. Dimensions (mm) N.W.

% 1-leg 2-leg tonnes kM D A B kg

o X-001-13 AD-13 4,78 L3 2.8 &% 2.5 13 120 4l 0.4
X-001-16 AD-16 10 78 4.0 98 6.0 14 160 90 0.7
X-001-19 AD-19 13 10 6.7 164 6.0 19 160 90 1.1
X-001-22 AD-22 13 10 8.y 208 8.0 22 180 100 1.6
X-001-25 AD-25 16 13 1.5 282 10.0 25 210 115 2.4
¥-001-251 AD-251 16 13 1.5 282 16.0 25 275 145 3
X-001-28 AD-28 18 13 13.0 ne 16.0 8 275 145 39
X-001-281 AD-281 18 13 13.0 ne 8.0 ] 170 100 2.8
X-001-32 AD-32 20 14 17.1 47 16.0 32 275 145 5.1
X-001-36 AD-36 22 20 260 588 20,0 36 285 155 8.9
X-001-40 AD-40 26 22 28.1 688 20.0 40 300 140 8.9
X-001-45 AD=45 26 26 383 938 25.0 45 340 180 12.8
X-001-50 AD-50 a2 24 45.0 1103 32.0 50 350 195 16.4

Argolla maestra con subensamble

For Used to single hook
Grade 100 WLL  Proof according to
Item No. Assembled with  Chain (mm] B 0-45° Load DIN 15401 No. Dimensions [mm) N.W.
3and 4-leg tonnes kN D A B d a b kg
X-007-19  AD-19 +2 AD-141 7.8 5.3 130 [ 1% 160 90 16 140 7O 2.4
X-007-25  AD-251+2 AD-19 10 8.9 218 16 25 275 145 17 140 90 5.2
X-007-28  AD-28 +2 AD-22 10 12.9 3Ns 16 28 275 145 22 180 100 71
X-007-32 AD-32 +2 AD-25 13 17.0 417 18 32 275 145 25 210 115 10.0
X-007-36 AD-3671+2 AD-281 16 234 578 18 34 275 145 28 180 100 12.2
X-007-40  AD-&0 +2 AD-32 14 281 488 20 40 300 140 32 275 145 19.2
X-007-45  AD-45 +2 AD-36 0 383 938 25 45 340 180 34 285 155 245
X-007-50  AD-50 +2 AD-401 2 450 1103 3z 50 350 195 40 260 130 339
#Design factor 5:1 proef tested and certified.
Conectores
For
Grade 100
Item No. Chain WLL Dimensions (mm) N.W.
mm tonnes* A B D K kg
X-015-06 & 1.4 15 17 7 45 0.08
’ID’ X-015-07 7.8 25 18 23 9 59 0.20
N h & X-015-10 10 40 25 27 n & 0.30
K ‘ X-015-13 13 5.7 k] k1 16 §2 0.70
X-015-14 14 10.0 kL] ki 19 101 1.20
o X-015-20 Fl(] 15,0 42 i 2 122 210
X-015-22 22 1%.0 49 59 24 152 3.50
X-015-26 26 26.5 55 42 kli} 162 4.80
X-015-32 32 40.0 &9 79 36 203 5.00

¥ Design factor &:1 proof tested and certified.

/\ WARNING www.pesalift.mx

MEVER EXCEED PUBLISHED WORKING LOAD LM



Accesorios Grado 100

Pesalift

o Gancho de carga con seguro

:Qy For

— Grade 100

g‘ Item No. Chain WLL Dimensions [mm) N.W.

g. mm tonnes* A H K P1 T kg

Q X-043/5-06 6 14 7 18 79 2 15 03
X-043/S-07 7.8 25 9 22 8 27 18 0.6
X-043/5-10 10 4.0 12 30 122 34 24 11
X-043/5-13 13 6.7 15 37 147 bé 30 2.3
X-043/5-16 16 10.0 17 41 166 48 39 3.8
X-043/S-20 20 16.0 24 b 207 57 48 8.7
X-043/5-22 22 19.0 25 41 217 75 52 9.5

* Design factor 4:1 proof tested and certified.

Gancho de carga con autobloqueo

For
Grade 100

Item No. Chain WLL Dimensions (mm)] N.W.

mm tonnes*® A H K P T kg
X-026-06 & 1.4 7 19 94 28 15 0.4
X-026-07 7.8 2.5 g 24 119 34 20 0.9
X-026-10 10 4.0 " 30 142 44 26 1.4
X-026-13 13 6.7 15 39 178 52 30 3.0
X-026-16 16 10.0 18 49 213 60 3 5.0
X-026-20 20 16.0 25 65 251 70 53 11.0
X-026-22 22 19.0 24 63 273 80 49 13.5

% Design factor 4.1 proof tested and certified.

Gancho de ojo con autobloqueo

For
Grade 100

Item No. Chain WLL Dimensions (mm) N.W.

mm tonnes* A D H K P T kg
X-025-06 [\ 1.4 21 10 1% 110 28 15 0.5
X-025-07 7.8 2.5 25 " 24 136 34 20 0.8
X-025-10 10 4.0 32 13 30 167 (14 26 1.5
X-025-13 13 6.7 40 16 39 207 51 30 30
X-025-16 16 10.0 50 21 49 252 60 3% 5.8
X-025-20 20 16.0 60 23 45 293 70 53 10.0
X-025-22 2 19.0 70 24 63 ng 80 49 125
X-025-26 26 265 80 25 49 343 99 56 15.0

* Design factor 4:1 proof tested and certified.
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Accesorios Grado 80

Pesalift

I Gancho de amarre

>

3 For

[0} Grade 100

g Item No. Chain WLL Dimensions [mm] N.W.

8 mm tonnes* A F H K L P kg
X-062-08 3 1.4 T 25 18 47 T3 8 0.2
X-042-07 78 2.5 10 30 22 54 93 10 0.4
X-042-10 10 4.0 1 41 29 78 128 13 0.8
X-042-13 13 8.7 15 52 38 99 145 17 1.6
X-042-16 16 10.0 18 57 45 114 195 21 217,
X-042-20 20 16.0 22 73 52 130 222 24 48
X-042-22 2 19.0 24 ] 56 139 247 26 b

% Design factor 4:1 proof tested and certified.

Gancho de carga giratorio

Hook For
Feature Grade 100

Item No. Code Chain WLL Dimensions (mm) N.W.
mm tonnes* A B C D G H K L P M T kg

X-175-05 AL 5 1.0 32 23 25 12 73 19 125 15 24 22 17 0.6
X-175-06 BB 3 1.4 32 2% 25 12 81 23 131 165 24 19 22 0.7
X-175-07 cc 7.8 ] 3% 30 2 13 90 27 145 186 24 20 22 1.0
X-175-10 DD 10 4.0 41 38 29 16 102 29 172 217 28 25 2 15
X-175-13 EE 13 6.7 46 48 38 21 122 38 218 277 3B N 3N 32
X-175-16 FF 16 10.0 61 56 49 23 160 4B 261 332 43 39 35 56
X-175-20 GG 18-20 16.0 74, 8 62 25 196 56 327 410 &1 57 47 9.6
X-175-22 HH 22 19.0 97 98 65 33 221 66 372 471 72 42 56 159
X-175-26 J 26 265 123 116 71 51 277 76 469 599 B85 81 4B 334
X-175-32 KK 32 40.0 123 116 87 51 353 93 503 451 89 83 76 4546

% Design factor 4:1 proof tested and certified.

-y

Gancho de ojo fundicion

For
Grade 100

Item No. Chain WLL Dimensions (mm) N.W.

" mm tonnes® A H K P T kg
o I X-046-07 7.8 25 10 30 133 62 20 0.95
< i X-046-10 10 4.0 12 35 162 T4 29 1.80
—:i X-046-13 1:3; 6.7 15 39 180 88 32 3.60
At X-046-16 16 10.0 18 11 216 m 41 6.40
X-046-20 20 16.0 24 59 279 16 57 11.20

% Design factor 4:1 proof tested and certified.
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